LED MIRROR

Spcification
Item No:
Dimension:

Mirror:

Switch:
Feature:
Lamping:
Brightness:
Colour:
CRI:
Voltage:
Structure:

Certificate

5mm copper free and lead free mirror

Fingerprint-free mirror frosted area

Special anti-corrosion mirror trantment

Rust resistant white powder coated steel chassis

Hight ouput LED,option 2835, 2700K/3000K/4000K/6000K
Hight color Rendring Index,ideal for makeup application
Built in UL electronic LED driver,

Input voltage: AC110-120V 50/60Hz

ETL certificated

Custom size welcomed

OEM Welcomed

Frosted Width:

¢)zARA LED

EMI.18

EMI.18.LED.A3636

W36" X H36"

5mm copper free and lead free mirror
2 " Inside all around frosted
Three-button touch switch

Defogger

LED SMD 2835,about 36W

Single LED Strip,400Im/foot,about 3600Im
3000K-6000K changeable
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110V-120V

Intergrated structure

ETL listed
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Intertek

3000K-6000 adjustable

ADJUSTABLE KEVIN

6000K

JZARA LD

Brightness adjustable

DIMMABLE BRIGHTNESS

10% 50%

100%
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Anti-fog film

High quality copper free mirror

Before

Explosion-proof Packing

EXPLOSION-PROOF

13+ YEARS EXPERIENCE IN DESIGN AND MANUFACTURING FOR NORTH AMERICA

Mirror

Installation instruction:
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T nail
WIRING DETAILS
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